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(4) Processors/re-refiners who direct
shipments of off-specification used oil
from their facility to a used oil burner
or first claim that used oil that is to be
burned for energy recovery meets the
used oil fuel specifications set forth in
§ 279.11 must also comply with subpart
H of this part; and

(5) Processors/re-refiners who dispose
of used oil, including the use of used oil
as a dust suppressant, also must com-
ply with subpart I of this part.

§ 279.51 Notification.
(a) Identification numbers. Used oil

processors and re-refiners who have not
previously complied with the notifica-
tion requirements of RCRA section 3010
must comply with these requirements
and obtain an EPA identification num-
ber.

(b) Mechanics of notification. A used
oil processor or re-refiner who has not
received an EPA identification number
may obtain one by notifying the Re-
gional Administrator of their used oil
activity by submitting either:

(1) A completed EPA Form 8700–12
(To obtain EPA Form 8700–12 call
RCRA/Superfund Hotline at 1–800–424–
9346 or 703–920–9810); or

(2) A letter requesting an EPA identi-
fication number.

Call RCRA/Superfund Hotline to de-
termine where to send a letter request-
ing an EPA identification number. The
letter should include the following in-
formation:

(i) Processor or re-refiner company
name;

(ii) Owner of the processor or re-re-
finer company;

(iii) Mailing address for the processor
or re-refiner;

(iv) Name and telephone number for
the processor or re-refiner point of con-
tact;

(v) Type of used oil activity (i.e.,
process only, process and re-refine);

(vi) Location of the processor or re-
refiner facility.

[57 FR 41612, Sept. 10, 1992, as amended at 58
FR 33342, June 17, 1993]

§ 279.52 General facility standards.
(a) Preparedness and prevention. Own-

ers and operators of used oil processors
and re-refiners facilities must comply
with the following requirements:

(1) Maintenance and operation of facil-
ity. Facilities must be maintained and
operated to minimize the possibility of
a fire, explosion, or any unplanned sud-
den or non-sudden release of used oil to
air, soil, or surface water which could
threaten human health or the environ-
ment.

(2) Required equipment. All facilities
must be equipped with the following,
unless none of the hazards posed by
used oil handled at the facility could
require a particular kind of equipment
specified in paragraphs (a)(2)(i) through
(iv) of this section:

(i) An internal communications or
alarm system capable of providing im-
mediate emergency instruction (voice
or signal) to facility personnel;

(ii) A device, such as a telephone (im-
mediately available at the scene of op-
erations) or a hand-held two-way radio,
capable of summoning emergency as-
sistance from local police departments,
fire departments, or State or local
emergency response teams;

(iii) Portable fire extinguishers, fire
control equipment (including special
extinguishing equipment, such as that
using foam, inert gas, or dry chemi-
cals), spill control equipment and de-
contamination equipment; and

(iv) Water at adequate volume and
pressure to supply water hose streams,
or foam producing equipment, or auto-
matic sprinklers, or water spray sys-
tems.

(3) Testing and maintenance of equip-
ment. All facility communications or
alarm systems, fire protection equip-
ment, spill control equipment, and de-
contamination equipment, where re-
quired, must be tested and maintained
as necessary to assure its proper oper-
ation in time of emergency.

(4) Access to communications or alarm
system. (i) Whenever used oil is being
poured, mixed, spread, or otherwise
handled, all personnel involved in the
operation must have immediate access
to an internal alarm or emergency
communication device, either directly
or through visual or voice contact with
another employee, unless such a device
is not required in paragraph (a)(2) of
this section.
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